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As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 
product specifications without giving notice. All information contained in this document is given in good faith and is 
provided for guidance only. Any drawings provided are for illustrative purposes only. As 3M has no control over the 
methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, is 
intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 
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Installation Instructions 

1. Before installing 3M Putty ensure that the surface 
of all service penetrations and surrounding 
construction is wiped clean, dry, free from all 
loose contaminants, dust, oils and grease.

2. Place one layer of 3M Putty around the services 
for the full depth of the wall. 

3. Friction fit mineral wool centrally in the annular 
space leaving 20mm on each side. Fill the 
remaining 20mm each side with 3M Putty, 
ensuring good contact is made all the way round 
the services and the wall. 

4. Wrap the service with 3M Duct Wrap 615+ to the 
length required to achieve the desired thermal 
rating. Use Aluminium Foil Tape to hold the 
wrap in position and then attach metal 
straps at 200mm centres to secure the 
wrap. 

Seal any gaps between the 3M Duct Wrap 615+ 
and the wall with 3m Putty or 3M IC 15WB 
Sealant.

5.
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3M Mouldable Putty - 
Plasterboard or Concrete Wall 

Cables with or without Cable Trays

CSIRO Regulatory Information 
Assessment Report RIR FCO-3220
AS1530.4-2014    AS4072.1-2005

System & FPA Register ID# FC223

For all technical details on the products specified 
please refer to the technical data sheets that can 
be found on www.firestopcentre.co.nz 

Fire & Sound Classification

3M Mouldable Putty
3M Duct Wrap 615+ 

Fire stopping of cables and 
cable trays in plasterboard or 
concrete walls 

Plasterboard  or concrete walls 
min 100mm thick 
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CSIRO Regulatory Information 
Assessment Report RIR FCO-3220
AS1530.4-2014    AS4072.1-2005

AS1530.4-20014 Appendix D1 and D2 power 
and communication cables (with or without 
cable trays)                                          FRR -/120/30

AS1530.4-20014 Appendix D1 and D2 power 
and communication cables (with or without 
cable trays) with 3M Duct Wrap 615+ each side 
to 300mm           FRR -/120/60

AS1530.4-20014 Appendix D1 and D2 power 
and communication cables (with or without 
cable trays) with 3M Duct Wrap 615+ each side 
to 600mm                                         FRR -/120/120




