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Trafalgar FyreHat Cover  

Fire stopping of downlights or 
speakers through a 
plasterboard ceiling 

Fire-rated plasterboard ceiling 
systems to be installed 
according to manufacturer's 
instructions. 
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Installation Instructions 

1.  Surfaces to be sealed must be clean, dry and free from 
dust, dirt, grease and other contamination.

2.  Remove the downlight or speaker from the ceiling and 
disconnect the power cable. Feed the cable through the 
hole in the top of the FyreHat.

3.  Check that the wire frame is secured over the top of 
the FyreHat and that the two wire legs are inserted 
through the holes in the side of the FyreHat.

4.  Roll the FyreHat tightly and insert it through the cutout 
in the ceiling. Allow the FyreHat to spring open above the 
ceiling. 

5.  Use the wire legs protruding from the FyreHat to 
secure the FyreHat in position by folding the legs tightly 
against the underside of the ceiling. Trim off any excess 
wire.

6.  Reconnect the power to the downlight or speaker and 
fit back into ceiling cavity.
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Trafalgar FyreHat Downlight Cover
CSIRO Assessment Report 
FSP-1290B
AS1530.4-2014    AS4072.1-2005

System/FPA Register ID# FC448

For all technical details on the products specified 
please refer to the technical data sheets that can 
be found on www.firestopcentre.co.nz 

Fire Classification 

Test performed in 120min fire rated ceiling. 
Where FyreHat is installed in a ceiling of a lower 
fire rating, the rating of the FyreHat must be 
reduced to the rating of the ceiling. FyreHat will 
match manufacturer's ceiling fire rating up to a 
max of 120 minutes.

For detailed visual instructions refer Datasheet

FyreHat 200mm covering up to 90mm diameter 
opening                                             FRR -/120/90

FyreHat 250mm covering up to 105mm diameter 
opening                                             FRR -/120/60

http://www.firestopcentre.co.nz/uploads/files/Products%20-%20Trafalgar/Trafalgar%20FyreHat%20Downlight%20Covers%20Datasheet.pdf



