
Products  

Application 

Construction 

Trafalgar Duct Access Panel

Access or Inspection hatch in a 
fire-rated duct

Metal Duct with approved 
duct fire wrap installed
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Installation Instructions 

1.  Surfaces to be sealed must be clean, dry and free from dust, dirt, grease and other contamination.

2.  Apply Trafalgar FyreFLEX sealant around the perimeter of the existing non-fire access panel to form a "gasket" where the Trafalgar Access Panel will sit.

3. Fix the Trafalgar Access Panel frame to the duct with steel rivets or self-tapping screws at 150mm centres, using the pre-formed holes in the frame.

4.  Install the first layer of duct wrap, ensuring it fits snugly into the recess of the frame. 

5.  Then install a second layer of duct wrap at least 100mm wide on all sides of the frame, again ensuring it fits snugly into the recess of the frame. 
Fix this second layer using steel strapping or welded pins at 200mm centres and by taping any cut edges of both layers together as shown in the diagram.

6.  Apply a fillet of Trafalgar FyreFLEX sealant to the perimeter of the frame such that none of the metal remains exposed.

7.  Finally attach the Trafalgar Access Panel door with the supplied steel wingnuts.
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For all technical details on the products specified 
please refer to the technical data sheets that can 
be found on www.firestopcentre.co.nz 

Fire Classification

Horizontal or vertical ducts.

FRR  120/120/120 

CSIRO Assessment Report 
FCO-3226




