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Trafalgar FyreCHOKE Collar 
Trafalgar FyreFLEX Sealant  

Fire stopping of uPVC, PEX, 
PEX-AL-PEX pipes through a 
plasterboard wall. 

Plasterboard fire-rated wall 
system min single layer 13mm

26a Ferndell Street, South Granville, 
NSW 2142, AUSTRALIA
P O Box 545, Chester Hill, NSW 2162 
ABN: 27 109 155 044As a part of our policy of on-going product development and testing, we reserve the right to modify, alter or change 

product specifications without giving notice. All information contained in this document is given in good faith and is 
provided for guidance only. Any drawings provided are for illustrative purposes only. As we have no control over the 
methods or competence of installation and of prevailing site conditions, no warranties, expressed or implied, are 
intended to be given as to the actual performance of the product mentioned or referred to herein and no liability 
whatsoever will be accepted for any loss, damage or injury arising from the use of the information given. 
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Installation Instructions 

1.  Surfaces to be sealed must be clean, dry and free from dust, dirt, grease and other contamination.

2.  First fill any gap between pipe and plasterboard with Trafalgar FyreFLEX sealant to the depth of the plasterboard (single or double layer) each side.

3. Then fit a Trafalgar FyreCHOKE Collar around the pipe on each side of the wall and fix to the wall with 6g x 25mm plasterboard screws through the 
collar's brackets (two for Micro Collars up to 40mm or four for 50mm standard Collars).

Authorised New Zealand Distributor
 Ph (09) 483 4000    www.firestopcentre.co.nz

Trafalgar FyreCHOKE Collar - Plasterboard Wall 
uPVC, PEX, PEX-AL-PEX Pipes

BRANZ Fire Assessment FC11190 
AS1530.4-2014    AS4072.1-2005

System/FPA Register ID# FC525

For all technical details on the products specified 
please refer to the technical data sheets that can 
be found on www.firestopcentre.co.nz 

uPVC, PEX or PEX-AL-PEX pipes

Fire Classification

uPVC pipes up to 100mm
PEX pipes up to 25mm
PEX-AL-PEX gas pipes up to 25mm

Trafalgar FyreCHOKE Collar to each side of wall 
with all annular spaces to the full depth of the 
plasterboard (but not collar) filled with Trafalgar 
FyreFLEX sealant.

Up to FRR  -/120/120 

For single layer walls, FRR must be reduced to 
match the fire rating of the wall.

FyreCHOKE Collar (both sides) FyreFLEX Sealant (both sides)




